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Saturday, 11.08.2023
1:45 p.m

Summer

Automatic

Level 2

Scheduler

Room 23.8°C

Normal mode 23 °C

Hot water 49.0 °C

Normal mode 60 °C
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Home:

e Summer: Selection of the heat pump operating mode and
indication of the operating condition

e Level: Selection and display of the current ventilation level and
settings

e Room: Selection of setpoints for room temperature control,
indication of the current settings of room sensor and
temperature setpoint

e Hot water: Selection of hot water setpoint and monitoring of
current domestic hot water production controls

Note: Date and time can be updated in the menu [Settings] > [Date
& time]. The main menu is opened by pressing the [Menu] button.
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Settings operating mode

Off

Summer

winter

Vacation
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Settings operating mode:

e Automatic: The changeover between summer and winter
operation is carried out automatically depending on the
outdoor air temperature.

e Summer: Manual selection of the summer mode. If cooling is
enabled, the heat pump cools the air.
Note: Cooling can be enabled in [Home] > [Room]. Use the arrow
button to scroll down to [Cooling Enabled], then select Yes / No.

e Winter: Manual selection of winter mode. The heat pump
provides heating as needed.

e Vacation: The heat pump operates in heating mode, while
cooling and hot water functions are disabled. A specific room
temperature and return date can be set, after which the
system automatically switches to the previous operating mode.
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Settings operating mode

Hot water
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Settings operating mode:

e Hot Water:
In this operation mode only the service water heating is active.
The ventilation unit and the heat pump for heating and cooling
remain inactive.

Note: This option is only available in the PKOM4A Classic version
and is not available in the PKOM4A Trend version.
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Ventilation

Scheduler - on W ¢

Ventilation Level 1

Humidity reg. . On

CO2 regulation Off
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Ventilation:

e Scheduler: en- and disabling the scheduler for ventilation
control. The system operates at the ventilation level currently

set in the scheduler, which can be programmed in [Menu] >
[Settings].

e Ventilation: The selected ventilation level can be changed by
pressing the button. (Click here for further details)

e Humidity reg.: en- and disabling of the humidity control if
installed

e CO02 Regulation: en-and disabling of the CO2 control if
installed
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Manual Selection:

When the time program/ Scheduler is deactivated ([OFF]), the
ventilation level can be manually selected using the [+] or [-]
buttons and the [OK] button at the bottom of the operating unit.

e Level 1: The system operates at ventilation level 1.
e Level 2: The system operates at ventilation level 2.
e Level 3: The system operates at ventilation level 3.

e Level 4: The system operates at ventilation level 4.

e Heat Pump Mode:
When the heat pump is in heating mode, ventilation level 3 is
always activated. In cooling mode, ventilation level 4 is used.
These minimum air volumes are required to transport the
heating or cooling energy effectively.

e (Click here to go back)
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Room temperature

Scheduler m Off

Normal mode 22.0°C
Lowered mode 20.0 °C
Cooling mode 18.0 °C
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Room temperature:

e Scheduler: When activated, the heat pump operates according
to the parameters configured in the scheduler. The room
temperature setpoints for the scheduler can be programmed
via [Menu] > [Settings] > [Schedulers] > [Room Temperature].

e Normal Mode: Room temperature setpoint for ventilation and
heating modes can be adjusted

e Lowered Mode: Sets a reduced room temperature, available
only when the scheduler is activated.

e Cooling Mode: The setpoint for active supply air cooling via the
heat pump can be defined here.
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Room Temperature

Control

Room Sensor

Heating circ. (AF)
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Room temperature:

e Cooling enabled: Supply air cooling via the heat pump can be
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Hot water

Setpoint

Enabled
Legionella protect.

E-Booster
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Hot water

Elect. heater

Setpoint Eco
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Tuesday, 05/26/2018
1:45 p.m

Home

n Information
m Settings

Filter change
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Information

Additional function

Reports
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Ventilation:
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Information

Firmware
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Information ventilation

Status Heat Pump Cooling
HP in defrost mode No
Supply air volume 200 m3/h
Extract air volume 200 m3/h
Supply air temperature 15.8 °C
Extract air temperature 25 {0

Exhaust air temperature
Outdoor air temperature

Power consumption HP
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Information hot water

Status Heat pump

Temp. Tank center
Temp. Tank Bottom

Power consumption HP
Next anti-legionella protection
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Information additional function

Collector temperature

Status Solar pump
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Information additional function

Room temperature (T40)

Heating Demand

Heating circuit pump
Energy Heating circuit available
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Information additional function

Supply air temp. Sensor T9

Duct heater
Duct heater
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Information additional function

Room temperature (T40)

Heating Demand
Heating circuit pump
Supply air temp. Sensor T9

Duct heater
Duct heater
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Information additional function

Room temperature (T40)
Heating demand

heating circuit pump
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Information additional function

Room temperature (T40)
Heating demand

Heating circuit pump
Supply air temp. Sensor T9

Duct heater
Duct heater
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Information energy consumption
Energy consumption since

Energy consumption Total

Energy consumption for ventilation
Energy consumption for Heating

Energy consumption for Cooling
Energy consumption for Hot water
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08/08/2023
4124 kWh
1061 kWh
1325 KWh

564 kWh
1175 kWh
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Information reports

Current errors

Error log

Filter log
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Curent Errors

Status Pkom4: Power on
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Error log

T9 — sensor solar/KHR 10.08.2023 16:25
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Filter log

No entries
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About device PKOM4

Firmware controller
Firmware Display
Firmware heat pump
Firmware Inverter
Device ID / internet

Current |IP-Adresse

5251/03

5053

5251

118 /50 /116 /110 /221
123456789012/connected
192.168.0.13
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Settings

Air volumes

Schedulers

Additional function
Date & time

Language
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|
| Settings ventilation levels
\

Level 1

Level 2

level 3

Level 4
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Settings schedulers

Air volumes

Room temperature

hot water
Heating circ. (AF)

CPICHLER




{*PICHLER

Scheduler ventilation level

Monday

Apply to all days
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Scheduler ventilation level

Monday
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Scheduler ventilation level

Monday

From 06:00 level 3

From 08:30 level 1
From 18:00 level 3
Apply to all days
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Scheduler room temperature

Monday

Apply to all days
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Scheduler room temperature

Monday
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Scheduler room temperature

Monday

From 06:00 normal

From 08:30 lowered
From 18:00 normal

Apply to all days
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Scheduler hot water

| Hot water
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Scheduler heating circuit

Heating circ. (AF)
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Settings additional function

| Heating circ. (AF)
Solar
Duct heater

Elect. heater

CPICHLER
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Settings date & time
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Settings Date & Time
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Settings Date & Time
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Settings language

Deutsch
English
Francais

Nederlandse

Espanol
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Filter Change

Filter changed?
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Filter Change

Filter changed?
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